
w
w

w.
kr

b.
co

.k
r

KITURAMI PRODUCT LINE
GAS BOILER / OIL BOILER 
ECONOMY BOILER
MEDIUM SIZED BOILER 
INDUSTRIAL BOILER
COMPONENTS & PARTS
AIR CONDITIONER 
AIR HANDLING UNIT
FAN COIL / UNITCHILLER
HEAT PUMP WATER HEATER
ROOM CONTROL SYSTEM
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Instantaneous Gas Water Heater



Safety comes first! KITURAMI provides hot water with a stable water 
volume as well as the faster hot water tapping.

We have manufactured and provided 1st generation water 
heaters since 1975. We developed the 2nd generation 
overnight electric water heater in 1990, and the 3rd 
generation instant electric water heater and instant gas water 
heater in 1995.

As the low-price Chinese gas water heaters and electric 
water heaters were imported in 2005 we stopped producing 
heaters. However, in 2011, the Korea Gas Safety Corporation 
(KGS) established a law to prevent the sales of unsafe and 
inefficient open gas water heaters as accidents such as 
suffocation and human injuries occurred due to the Chinese 
open gas water heaters.

In 2012, KITURAMI equipped the 1st gas leakage detector to 
place customer's safety as the first priority and released 
a new gas water heater into the market. This new heater 
provides hot waterand has a fast water tapping.

KITURAMI Instantaneous 
Gas Water Heater

The volume of the gas and fan speed is automatically 
controlled to prevent instability of the adjusted 
temperature in relation to the change in water volume  
when a user sets a desired temperature while it 
allows for the tapping of hot water in a consistent 
temperature through the by-pass system all of the 
time.

The system that prevents sudden rise of hot water 
temperature than the set-up temperature.

   Use of hot water in a precise stable 
customized temperature

► What is the by-pass system?

Anti-dew condensation
Protect the burner and improve 
the durability of the heat 
exchanger by keeping the 
water pipe temperature of the 
heat exchanger higher than the 
dew point temperature. Hot 

water
Cold 
water

AL Heat 
Exchanger

CU Heat 
Exchanger

As the heat exchanger, which is made of highly anticorrosive aluminum, is applied to 
the low temperature part to cope with the low temperature corrosion of the green 
phenomenon and whitening phenomenon that can be found in an instantaneous 
copper heat exchanger, thecopper heat exchanger's life is extended and its efficiency  
is heightened.

   As the high performance heat exchanger made of pure copper 
and aluminum, the heat exchanger's efficiency is maximized and 
its life is elongated. 

By-pass pipe



  Fast hot water tapping
Provides the instant hot water detection capability by 
adopting the cutting-edge water flow sensor while using 
hot water.
(PID sensor equipped, temperature adjustable by 1°C from 35°C 
to 50°C)

Temperature Tapping time (Sec.)

■  Customized hot water control table

Gas level control

Hot water temperature

Heat Exchanger passing temperature

Customized temperature: 40°C, Travel time: 34 sec. (Water 
volume 7ℓ/min base-7 seconds shorter than R company's)

   Fast water temperature adjustment and 
gas-saving with gas control

Fast water temperature adjustment with automatic 
forecast/control of the gas level for providing a customized 
temperature, as well as gas-saving with optimized gas 
levels.

   Abundant hot water volume and simple 
installation

Simple installation with convenient use for hospitals, 
medical centers, gyms, sports clubs, beauty shops, 
restaurants, coffee shops, bakeries, campgrounds, motels , 
factories, offices, efficiency apartments, homes (Houses, 
terrace houses, apartments), villas, and other small & 
middle sized commercial buildings.
 Do not install or use in bathrooms or places with high humidity and 
limited ventilation, or in any other closed spaces.

   Functions that prioritize  true safety
All models are equipped with a 100% gas detection sensor 
to prevent accidents in advance. This includes the 
prevention of gas leaks via the automatic stop, a self-
failover diagnosis that allows for the easy viewing of 
causes with automatic detection of a system failure, as 
well as cutting-edge safety functions such as a safety 
valve, thermo limiter, boiling limiter, freeze-n-burst limiter, 
and foreign substance limiter.

Thermo limiter

Spark detector

BLDC fan

Controller

Tapping sensor

Safety Valve

By-pass pipe

Precise water flow 
sensor

Inlet filter

Burnt gas influx blocking 
technology

This safe boiler prevents the 
inf lux of  burnt gas dur ing 
combustion by enhancing airtight 
in the upper part of the heat 
exchanger.

The gas consumption is 
proportionally controlled.

Installing the proportional-
control gas valve, the gas 
consumption is proportionally 
controlled, depending on the 
temperature of hot water.

Highly durable 
high performance 
heat exchanger

AL Heat Exchanger

CU Heat Exchanger



  Multiple parallel connections are allowed for a large volume of hot water.

|  Parallel connection with direct facet access (Example).

|  Parallel connection with the hot water storage tank (Example).

Hot water tank



The 100 major technologies of Korea and their principals 
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KITURAMI, which is the certified manufacturer of  
the hot water heaters for Korean homes, 

has 35 years if experience and places customer safety  
as the first priority
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Instantaneous Gas Water Heater

Ignition type

Combustion type

Temperature control

Flue diameter

Dimensions

Weight

Electric power

Safety device

85.2

85.3

55

55

  Type       
Item Unit KW-8BE

Gas Water Heater Specification   

Gas 
consumption

Efficiency

Power 
consumption

Hot water 
capacity

LPG

LNG

LPG

LNG

LPG

LNG

kW(kg/h)

kW(kg/h)

Δt=25°C

Δt=40°C

Access 
caliber

Gas inlet

Tab water inlet

Hot water outlet

%

-

lit/min

-

-

-

-

-

kPa

kPa

A

A

A

Ø

mm

kg

-

85.4

85.5

58

58

85.6

85.1

56

56

85.7

85.3

60

60

85.3

85.2

57

57

85.1

85.4

58

58

85.6

85.4

62

62

85.2

85.5

64

64

KW-8BF KW-10BE KW-10BF KW-13BE KW-13BF KW-15BE KW-15BF
16.4(1.2)

16.4(14,120)

8

5

20.5(1.5)

20.5(17,650)

26.7(1.9)

26.7(22,940)

30.8(2.2)

30.8(26,470)

10

6.3

13

8.1

15

9.4

Wall mount/Forced ventilation

Continuous discharge direct ignition system

Ratio control combustion system

Constant water volume control system

Temperature adjustable by 1°C from 37°C to 50°C, 60°C

50 (0.5 kg/cm2)

200 (2 kg/cm2) ~  700 (5 kg/cm2)

PT 1/2 (15A)

PT 1/2 (15A)

PT 1/2 (15A)

W362 x D200 x H560

18

AC 220V/50Hz

Burner safety system, thermo limiter, boiling limiter, thunderstorm guidance system, random shot safety system,  
earthquake detector, exhaust shutdown system, and over-pressure limiter.

ｳｳ Ø75 ｳｳｳ Ø75 ｳｳ Ø75 ｳｳｳ Ø75 ｳｳ Ø75 ｳｳｳ Ø75 ｳｳ Ø75 ｳｳｳ Ø75

KRB-1204-ON

We have kept 
honesty, integrity  
and humbleness  
for half a century 

since establishment
▶ The contents of this catalog may be changed without prior notice to improve appearance/performance. 
▶ We are not responsible for any accident caused by arbitrary modification of the main body.  

For more information, please visit us at www.kiturami.co.kr. 

Installation & 
up-take ventilation

Water volume 
control system

Lowest operating 
water pressure

Proper operating 
water pressure


